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NyquiBass Trap ABSORPTION

Bass traps are indispensable devices in rooms where 
a perfect sound is required, such as recording studios, 
listening rooms or cinema halls. Their absence often leads 
to an excess or lack of bass, as well as to a strong coloration 
of the sound. The NyquiBass Trap is a corner bass trap tuned 
to absorb low f requencies. Depending on the membrane 
used, the amount and type of absorbing material, and the 
air gap, we can tune the trap to a specif ic f requency range 
(f rom 35 to 200 Hz). The selection of this range usually 
requires the determination of the natural resonances of a
particular room. The tight casing made of thick MDF 
and precise manufacturing of the resonance elements 
guarantee high eff iciency of operation.

The triangular shape with a cut corner makes the NyquiBass 
Trap f it perfectly in any corner. The f reestanding structure 
and the arrangement of traps on top of each other (f rom 1 

to 5 modules) allow quick and easy installation. The entire 
casing is upholstered with an acoustic fabric that increases 
sound absorption and gives the traps an aesthetic 
appearance.

PRODUCT CHARACTERISTICS

NyquiBass Trap ABSORPTION

PRODUCT PROPERTIES

f ree-standing panel, corner

high

yes (35 - 200 Hz)

ASSEMBLY

SHOCK RESISTANCE

TUNED PANEL

ANTISTATICITY yes

FINISH

COLOURS

MODULAR CONSTRUCTION

large selection

yes

RANGE OF TONES low tones

acoustic felt
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