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NyquiWall Shape ABSORPTION

The NyquiWall Shape tension wall system adds a modern 
and minimalist f inish to any interior design. The innovative 
mounting technique allows for a smooth surface with 
excellent acoustic properties. The use of special mounting 
elements makes the acoustic system completely invisible, 
as it is hidden under the fabric.

In the Shape version, we can achieve a decorative shape 
by adding an additional wall division. Our architects have 
prepared 5 sample patterns that show the possibilities of 
using the system in an extraordinary way. However, if you 
want to design your own unique pattern, NyquiShape is the 
perfect solution.

In contrast to traditional walls or stretch ceilings, it is the 
outer layer of the system which consists of an acoustically 
transparent fabric, available in over 100 standard colors. 

Tension bars keep the fabric taut. NyquiWall Shape can 
also be installed on unf inished surfaces. Depending on the 
distance between the system and the wall, any acoustic 
materials can be hidden under the masking fabric - 
absorbers, diffusers, loudspeakers, cabling or electrical 
installation elements. The substructure also allows the 
attachment of visible elements, such as lamps, wall lamps, 
electric sockets, switches and touch screens. leading 
architects and interior designers in Poland choose this 
system due to its ease of installation, versatility and a wide 
range of possibilities.

PRODUCT CHARACTERISTICS

NyquiWall Shape ABSORPTION

MATERIALS INSTALLATION

The standard material used as an absorber is mineral wool or 
open-cell acoustic foam. The sound absorption coeff icient 
for a 50 mm thick system is αw ≥ 0.95 *. The substructure is 
made of flame retardant MDF and a prof ile for stretching 
the fabric - NyquiGripper. The outer shell of the system 
is antistatic and does not attract dust. If necessary, it can 
be dry or wet cleaned with water and chemically neutral 
detergents. The outer fabric can also be replaced with a 
new one, without the need to disassemble the prof ile.

The MDF substructure should be attached to the 
appropriate wall. Between the prof iles acoustic systems 
and / or other elements that we want to hide are installed. 
We attach the NyquiGripper system strips to the structure 
where the masking fabric is attached. The fabric mounting 
system is invisible and does not require the use of any 
screws or staples.

*The alpha sound absorption coeff icient is given for 
acoustic foam or mineral wool with a thickness of 40 mm 
and for the masking fabric. The absorption coeff icient and 
other acoustic properties of the system depend on the 
thickness and type of acoustic system used.
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Fields

Diamonds Squares

The minimum joining angle of the prof ile is 25°

Up & Down

CUSTOM

* Arrangement of module on walls 5 x 2,8 m

NyquiWall Shape ABSORPTION

Height line of desks

NyquiWall Shape ABSORPTION

HOW TO PLACE AN ORDER?

•	 Enter the dimensions of the target wall
•	 Select a pattern (Fields, Up & Down, Diamonds, Squares)
•	 Enter the colour of the felt
•	 Submit a drawing of the colour arrangment on the wall
•	 We will adjust the pattern to the given dimensions

eg: NyquiWall Shape, 5x2.7m, Flow, Blue, A drawing of the 
colour arrangement on the wall is attached

wall division - examples

TECHNICAL DRAWINGS

We enjoy challenges so select the 
shape and dimensions you require 
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NyquiGripper - Edge

MDF StopFire

Absorbing material

Minimum 
depth of sys-

tem 43 mm

NyquiGripper Acoustic 
masking felt


