WOODENBAFFLE

ABSORPTION

PRODUCT CHARACTERISTICS

WoodenBaffle is a modular system of acoustic wall panels
in the form of wooden slats. The slats are made of fireproof
MDF and finished with natural veneer, laminate or a plain
surface. We can choose the surface from hundreds of
available designs. Between each slat is EcoBoard acoustic
material with a high sound absorption coefficient. The
subtle combination of wooden slats and minimalist black
or gray gives the interior a warm and modern look. In
addition, you can use moss from the NyguiMoss series
between the slats.

WoodenBaffle is an ideal solution for large, prestigious
areas such as halls, reception desks, service offices,
auditoriums, conference rooms or open halls. The wooden
slats disperse sound, while the highly absorbent material
- EcoBoard - reduces reverberation and provides better
speech intelligibility and clarity of music.
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WOODENBAFFLE

MATERIAL

WoodenBaffles are made of flame retardant MDF with fire
classification B, S2-d0 and covered with veneer, laminate or
lacquer. Between the slats is an absorbent material made
of compressed polyester fibers recovered from recycling
PET bottles. Unlike mineral wool, this material does not
produce dust, it is environmentally friendly and protects
human health. It is also resistant to mechanical damage
and deformation. It does not get dirty and does not attract
dust. The product is fully recyclable. It is odorless, mold
resistant and does not emit toxic substances. It has a high
class of noncombustibility B-sl, dO.
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FINISH veneer / laminate/ varnish
FIRE CLASS B, s2, dO
ASSEMBLY walls, ceilings

SHOCK RESISTANCE

high

CLEANING

wooden surface agent

ECOLOGICAL PRODUCT
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TECHNICAL DRAWINGS
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Suggested dimensions:
Slat width: 20 mm.

Slat depth: 20 mm
Slat spacing: 40 mm

PATTERN COMPOSITIONS

NS

Substructure

EcoBoard 15 mm
Colors: Gray, Black, White

Lamellas
Material: MDF alloy fire Finish: veneer,
laminate, lacquer

Maximum height of lamella:
Laminate 2800 mm
Veneer 3800 mm

The wall is clad with lamella slats, into which an additional
decorative element is integrated.
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FINISH

ECOBOARD COLOUR:

Black

White

LAMELA FINISH

Veneer
Laminate
Varnish

HOW TO PLACE AN ORDER

GIVE:

Dimensions of the dedicated area, slat design, color (black,

gray or white) EcoBoard,

eg:

2700mm x 5000mm, Veneer, Gray EcoBoard.

We enjoy a good challenge and we will
readily personalize a pattern.
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