WOODENTILES

DISPERSION / ABSORPTION

PRODUCT CHARACTERISTICS

ABSORPTION COEFFICIENT

> 0,45

ABSORPTION CLASS

FINISH

veneer/ laminate / varnish

FIRE CLASSIFICATION B, s2,d0
( ' ASSEMBLY walls
SHOCK RESISTANCE high
CLEANING wooden panel agents
&
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ECOLOGICAL PRODUCT yes

MATERIALS

WoodenTiles panels made of compressed polyester wool
obtained from the recycling of PET bottles, with a high
sound absorption coefficient. This material is resistant
to mechanical damage, does not emit toxic substances,
is odorless, mold resistant and at the same time
environmentally and human friendly. The front is made
of veneered or laminated MDF boards. The boards are
characterized by a high fire class B, s1, dO, so they can be
used in public buildings.
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DISPERSION / ABSORPTION

WOODENTILES

PRODUCT CHARACTERISTICS

WoodenTiles are wall acoustic panelsthat are an interesting
alternative to conventional perforated panels. The individual
tiles consist of two layers: pressed polyester wool in various
thicknesses andVa veneered or laminated board. The
irregular arrangement of the panels in the room reduces
reverberation and improves speech intelligibility.

WoodenTiles panels offer a range of arrangement
possibilities. The map of Poland or Europe are just examples
of patterns that impress with their simplicity while
attracting attention. The small size and variety of shapes
and sizes of the panels allow you to create interesting
spatial shapes. Thanks to the use of different thicknesses,
we can achieve an effective 3D pattern. WoodenTiles panels
also perfectly match the EcoTile series.
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TECHNICAL DRAWINGS

EXAMPLE COMPOSITIONS PLACED ON WALLS
5X28M

WoodenTiles Shell
Size of individual module: 400 x 344 mm

WoodenTiles Hexagon
Size of individual module: 384 x 333 mm
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WoodenTiles Fidget-Spinner
Size of particular module: 363 x 339 mm

Colours present various height of panels

MDF StopFire 10 mm —— &',
1

EcoBoard 15 mm
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WOODENTILES WOODENTILES

DISPERSION / ABSORPTION

Cobble Squeeze TABLE OF PRODUCTS

A A Square 400 x 400
Circle 400 x 400
Hexagon 384 x 333
Hexagon B 228 x 330
B Deltoid 281 x 486
B Triangle 333 x 333
Parallel 181 x 363
Shell 400 x 344
Cobble 363 x 314
Squeeze 380 x 268

Custom ?

edge bevelling possible *sizes A x B, given in mm

FINISH:

SAMPLE COMPOSITIONS: COLOUR: veneer, laminate

How TO PLACE AN ORDER?

Square Circle Hexagon Hexagon B Deltoid

SELECT: Pattern, size, colour, amount
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Triangle Parallel Shell Cobble Squeeze
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We enjoy a challenge so provide us
with the shapes and sizes you require
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