WOODENCLOUD ABSORPTION

PRODUCT PROPERTIES

a ABSORPTION COEFFICIENT =209

ABSORPTION CLASS A

TUNING POSSIBILITIES yes

FIRE CLASS B, s2,d0

ASSEMBLY suspended on cords

SHOCK RESISTANCE high

CLEANING products for Woodem surfaces

FINISH veneer / laminate / laquer

MATERIALS

WoodenCloud Islands are made of Stop Fire MDF, which
can be covered with veneer, laminate or varnished. The
absorbing material is mineral wool with increased density,
secured with fleece. The islands are mounted to the
ceiling with anchors and adjustable steel cables. All island
elements have a high B, s2- dO fire classification, so they
can be used in public utility rooms.

WOODENCLOUD ABSORPTION

PRODUCT CHARACTERISTICS

WoodenCloud is the name given to acoustic ceiling WoodenCloud products have a much higher sound
islands with a variable sound absorption coefficient. The  absorption coefficient than traditional ceiling islands.
possibility of using various patterns and perforation sizes,

casing thickness and absorbing material, allows us to freely

shape the acoustics of the room depending on specific

requirements.

The WoodenCloud Island consists of a perforated casing,
absorbent material with non-woven fabric and adjustable
steel wire links. From the outside, the islands are covered
with veneer, laminate or varnished in a uniform color. The
covering, made of flame-retardant MDF ensures stability
and resistance to mechanical damage. Depending on
requirements, we can use absorbing material with different
air flow resistance and thickness from 50 to 100 mm.
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WOODENCLOUD

ABSORPTION

WOODENCLOUD

TECHNICAL DRAWINGS

Perforated MDF Stop Fire 18 mm
Finish: Veneer, laminate, laquer

links

Assembled on adjustable steel
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Absorbing material, fabric

ABSORPTION

Microperforations

600 mm
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Types of perofrations to select from the NyquiSystem series

PATTERNS

Square

mm

Rectangle

Hex

600 mm
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600 mm

diameter: 3 mm, spacing 8x8mm

AVAILABLE PATTERNS
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Square

Hex

Hex Microperforation
Rectangle

Custom

HOW TO PLACE AN ORDER:
SELECT: : pattern, size, perforation spacing, tile finish

e.g.: Square,emm lexlemm, Laquer,
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STANDARD PERFORATIONS SIZE AND SPACING

STANDARD HOLES: 6, 8,10, 12 mm
SPACING: 16x16, 24%X24, 36x36 mm

¥ NYQUISTA
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We enjoy challenges so weican make
| .
a personalized pattern for you.
| |

MICROPERFORATIONS

MICROPERFORATION HOLES: 3,4 mm

SPACING: 8x8, 16Xx16, 36x36, 24x24
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